
IDAHO TRANSPORTATION DEPARTMENT
COMMERCIAL VEHICLE SPEED BY LANE REPORT – From 2002 Permanent Weigh-In-Motion Data

District 1 - Samuels - US95 - 1 Mi. N. of Pack River Bridge
Saturday 1 June Thru Sunday 30 June 2002

Total Commercial Traffic - All Lanes Included

Commercial Vehicle Direction of Travel

North Bound South Bound

Speed Bin
Lane
Count

Lane
%

Average
Speed

Lane
Count

Lane
%

Average
Speed

Total
Count Type %

Average
Speed

0 – 30 4 0.03 25 2 0.02 29 6 0.03 26

30 – 35 2 0.02 33 2 0.01 33

35 – 40 10 0.09 39 11 0.09 39 21 0.09 39

40 – 45 29 0.25 43 35 0.29 43 64 0.27 43

45 – 50 157 1.35 49 266 2.21 49 423 1.79 49

50 – 55 769 6.62 54 1376 11.41 54 2145 9.06 54

55 – 60 3730 32.11 58 5101 42.31 58 8831 37.31 58

60 – 65 5686 48.95 62 4725 39.19 62 10411 43.98 62

65 – 70 1157 9.96 67 497 4.12 67 1654 6.99 67

70 – 75 67 0.58 72 37 0.31 73 104 0.44 72

75 – 80 5 0.04 79 3 0.02 76 8 0.03 78

80 – 85 1 0.01 83 1 0.00 83

85 – 140 2 0.02 101 2 0.01 101

Total Commercial by Lane 11616 49.07 61 12056 50.93 59 23672 100.00 60

Total Commercial by Direction 11616 49.07 61 12056 50.93 59

50th Percentile Speed 61

85th Percentile Speed 64

                 


